
FSC® BAMBOO COMPOSITE DECKING

www.eva-last.mx

Better decking. Better living.



 Infinity®  solid double sided board 
Colour: Cape Town Grey

Discover what happens when beauty meets 

function.

Eva-Last® now offers three premium lines of bamboo 

composite decking designed to last for decades – and 

look good doing it. 

The Infinity®  ranges represent the pinnacle of 

composite engineering. They’re higher quality, lower-

maintenance and gentler on the environment, and each 

line offers its own specialised benefits. Find out which 

profile is right for you and how bamboo composite is 

revolutionising the way we do decking.

Please note, warranty is conditional on correct 

and proper installation. Installation and ownership 

instructions, as well as warranty information and can 

be found on the Eva-Last® website, www.eva-last.mx 
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Your home made better.



Highly versatile. 
Ultra-low maintenance. 
Eva-Last® Infinity® performs in all residential, commercial 

and high traffic industrial applications. From safari lodges 

to ocean marinas, boardwalks, promenades, restaurants, 

shopping centres and tranquil residential settings, 

whatever the vision, Eva-Last® Infinity® will bring it to life. 

For life!

Primary Benefits

Ultra low maintenance UV resistant

Moisture resistant Stain resistant

Slip resistant Environmentally friendly
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The Infinity® range is designed to add beauty as well as function to your outdoor 

space. It leads the composite market in terms of durability and low-maintenance 

features – and it elevates the look of your home. Whether you choose to use decking, 

cladding, screening or in other imaginative ways, Infinity® complements your style and 

provides the perfect finish for your space. Choose from the beautiful, natural colours 

below to find the ideal shade for your project. 

INFINITY® COLOUR GUIDE 

C06 

TIGER COVE 

C11 

CAPE TOWN GREY 

C08 

COPPER CANYON

Protective co-extruded cap

Bamboo - plastic composite core

Decking, Cladding and Screening.



LIGHT-WEIGHT CAPPED DECKING

I-SeriesTM  

with

135 x 25.4 mm
Grooved both sides

Dimensions

Joist spacing
Weight

Fasteners

Single sided, arched co-extruded bamboo 

composite decking.

135 x 25.4 mm (4.8 m lengths)

Up to 500 mm on centres
2.84 kg / m

20 HULK FASTENERS™ hidden 
fasteners / m2

(Uses HULK FASTENERS™ S9 clip)

Eva-Last® sets the standard for lightweight composite decking with the 

introduction of the new high performance, semi-solid I-Series decking 

profile. Using I-beam shaped feet, I-Series offers superior strength and 

span capabilities at a more economical price point. Its cutting-edge 

Infinity® cap  and bamboo composition make I-Series the most attractive 

weather proof, low-maintenance composite on the market.

BOTH SIDES GROOVEDONE SIDE GROOVED

S9 clip

Light weight Increased stiffness

Cost effective Faster Installation

Extra Benefits
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INFINITY®

INFINITY® COLOUR GUIDE 

C06 

TIGER COVE 

C11 

CAPE TOWN GREY 

C08 

COPPER CANYON



136 x 22 mm
DHG03

CO-EXTRUDED GROOVED BOARD

Dimensions

Joist spacing
Weight

Fasteners

Double sided, hollow bamboo 
composite decking.

136 x 22 mm (4.8 m lengths)

300 mm on centres
2.55 kg / m

25 HULK FASTENERS™ hidden 
fasteners / m2

(Uses HULK FASTENERS™ S6 clip)

The Infinity® range by Eva-Last® is the next generation of technology 

& surface finishes.  With textures designed to emphasise an authentic 

wood feel and aesthetic found only in nature, Infinity® HD is our most 

innovative product & offers superior strength, durability and colour 

depth.

(CL1 finish) (RC finish) 
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CAPPED DECKING

Infinity®  solid double sided board 
Colour: Tiger Cove

GROOVED BOARD INSTALLATION METHOD

1. Top fix your first and last board using a composite deck screw
2. Insert a hidden fastener into the groove of the deck board and fasten 
    it into the appropriate structure

3. Insert the next board, at an angle. Engaging it with the previous 
    hidden fastener and pressing down.
4. Insert and fix the next line of hidden fasteners. Repeat this step until the 
    second-to-last board and top fix the last board with a deck screw.

INFINITY®



CAPPED DECKING

210 x 22 mm
DHG02

Dimensions

Joist spacing
Weight

Fasteners

Double sided round hollow board

210 x 22 mm (5.8m lengths)

Up to 350 mm on centres
4 kg / m

17 HULK FASTENERS™ hidden 
fasteners / m2

(Uses HULK FASTENERS™ S9 clip)

Eva-Last® hollow boards have a lightweight hollow core design that is ideal 

for decks that require a low mass solution. The profile’s grooves can house 

HULK FASTENERS™ hidden deck fasteners, providing a clean and neat finish. 

Double-sided finishes offer an element of aesthetic versatility.

Infinity®   finish
Colour: Tiger Cove

GROOVED BOARDINFINITY®
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(CL1 finish) 



Double sided bamboo plastic composite 
fascia/utility board.

Dimensions
Weight
Span

150 x 12 mm (2.2 m lengths)
2.2 kg / m
Span of 300 mm 

There are limitless possibilities of what you can achieve with Infinity® 

non-load bearing fascia boards. Add a stylish finishing touch to a 

home exterior, clad the sides of your Infinity® deck or co-ordinate 

deck boards with gates, screens and fences for the ultimate finishing 

touch. 

Fasteners 48 HULK FASTENERS™ composite 
deck screws / m2 

150 x 12 mm
FST01

DECK TRIM AND SCREENING

Infinity®  solid double sided board 
Colour: Tiger Cove

FASCIA/UTILITY BOARD

11

Double sided fascia board

Stair tread board

Single sided fascia board

Gap

The distance from the edge of 
the board to the screw is 30 mm

SCREW INSTALLATION

(CL1 finish) 

10

INFINITY®



CO-EXTRUDED CLADDING

VistaClad™ is a revolutionary cladding system designed to be simple to install 

and even easier to maintain. It is available in two ultra low-maintenance 

composite lines from Eva-Last®, the Apex® and Infinity® ranges. Fasten 

the adaptable clip strip directly to a wall or suitable substructure. Then, just 

click the cladding boards into place.

Lightweight
system

Quick and easy 
installation

Versatile
application

Weather
resistant

Clip System:

Dimensions
Length

10 x 40 mm
305.5 mm

Specification of clip

Description Profile 
width (mm)

Visible 
width (mm)

Depth 
(mm)

Maximum 
length  (mm)

Coverage 
(m/m²)

Infinity® 
Mass per m  (kg/m)

Apex® 
Mass per 
m (kg/m)

Recommended clip 
spans  (mm) 

 Wide   240     228    20.5     5 800     4.4    3.1    1.6  600 

 Standard  163    151     20.5     5 800     6.6    2.2   1.1  600  

 Narrow   87     76    20.5     5 800    11.5   1.2   0.7  600  

Profile specifications:

Concealed
substructure

Biodegradation
resistant

Concealed
fastenings

Complete
system14 15

C06 

TIGER COVE 

C11 

CAPE TOWN GREY 

C08 

COPPER CANYON
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COMPOSITE JOIST

Composite bearers are a non-load bearing, cost effective option for use 

over existing slabs such as screed or tile flooring, paving and patio's. 

Compared to standard deck installations, they are quick to install, 

requiring no posts or any other supporting structure. These joists have 

the added bonus of being highly durable, as they are made of foamed 

composite.

Apex® Composite Joist

Dark brown

Joist dimensions 40 x 30 mm (2.2 m lengths)

Colour

Joist fascia weight 0.9 kg / m

SAJ02



FASTENED, FOR LIFE.

Designed for 
professionals. 
Perfect for novices. To resist screw pullout or sinking too deep into soft materials.

The shank has no thread. This stops the composite from causing unwanted 
rotation in the screw, and in cases of clip screws, leaves additional space for 
the clip, which may allow for the gap between the boards to be reduced.

HEAD - PAN OR WASHER HEAD

Removes excess material in cases of top fixing and enlarges the hole within 
the composite board, making space for expansion and contraction.

Large threads are able to cut through materials easily and resist pullout.

Pre-drilling tips allow for the use of the screw without pre-drilling*. Torpedo 
is a HULK FASTENERS™-specific tip that makes for quicker, more controlled 
installation.

Material Screw dimensions

SS 305 5.0 x 63 mm

REVERSE THREAD - ROLLET (or a wing may be used instead - see metal)

TIP - TORPEDO OR TYPE 17

THREAD - V-THREAD FOR TIMBER

SHANK - STANDARD

Used for fastening 20 - 25 mm thick deck boards onto timber frames without having to pre-drill unless specified by decking manufacturer. 

Suitable for softwood and most hardwoods frames. Pre-drilling may be required for dense hardwood frames.

Composite Deck Screw (CDS)

HULK FASTENERS™ decking clips offer a fast and simple 

installation solution. They are designed for use with HULK 

FASTENERS™ clip screws to provide a hidden fastening system 

that gives a clean, neat finish to your  deck installation. 

S9 clip

HULK FASTENERS™ Halo decking clips
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Screws match decking colours

Tiger Cove Cape Town GreyCopper Canyon

Eva-Last® has developed a range of fasteners that thoroughly complement our composite products to ensure the stability and 

longevity of your deck. HULK FASTENERS™are specially designed to securely fasten the deck boards to a substructure, but 

can also be used in other wood or steel fixing applications. The coating employed for our HULK FASTENERS™  ensures the 

fixing system supports your deck through out its lifespan.

HULK FASTENERS™

Eva-Last® has developed a range of complete and durable specialised systems 

that work together with Eva-Last® composite products to ensure the stability and 

longevity of your deck. Eva-Last® exclusively recommends HULK FASTENERS™ 

screws to provide the strongest and most durable fix for both wood and steel. 

HULK FASTENERS™ screws are specially coated and designed to fasten clips 

to a substructure, but can also be used in many other wood and steel fixing 

applications too.

Eva-Last® specialised systems: HULK FASTENERS™



75 COMPOSITE DECK/FASCIA SCREWS

75 Composite deck screws
1 Drill bit

75 TOP FIXING SCREWS

Recommended for use with all Eva-Last® installations, HULK FASTENERS™ clips and 

fasteners are the best choice for: deck construction and garden applications. 

STARTER KITS

90 Torpedo clip screws
90 Halo clips  
10 Stainless steel starter clips
1 Drill bit

5 m2 HULK FASTENERS™ STARTER KIT

NOTES:

2120

Key features of HULK FASTENERS™ composite deck screws: 

1. The pan head works perfectly with HULK FASTENERS™ clips. 

2. The flat bottom shape of the screw is designed to rest securely on top of a HULK FASTENERS™ clip, 

    preventing movement and damage. 

3. The thread and shaft work seamlessly with the substructure and HULK FASTENERS™ deck clip. 

4. The tip of the clip screw and composite deck screw are the same, making them highly versatile. 

5. Both HULK FASTENERS™ clips and composite deck screws are dark in colour, camouflaging them between                            

    deck boards.



Fastened for life.

www.eva-last.mx

Apex® Deck Installation Guide

NOTES:

22



www.eva-last.mx

Tel: +52(81)8748-4964
Fax:+52(81)1022-2904

Address: Carretera a Monclova Km 11.5 El 
  Carmen, Nuevo León, México 
  Zip Code 66550

Pollution free, no greenhouse gases emitted.

CHOOSE 
SUSTAINABLE 

DECKING

RENEWABLE RESOURCES & RENEWABLE ENERGY.

We believe that how we manufacture is just as important as what we 

manufacture when it comes to going green. That’s why we’ve traded in fossil 

fuels for renewable energy. Our products are now manufactured using solar 

power. We are fully committed to bringing you a product that’s holistically 

eco-conscious. 

Made from recycled materials 

No trees felled 

No further treatment or toxic 
chemicals required 

Made using solar energy

Reduced impact on landfills
(Recyclable)

Reduced carbon footprint

Forest Stewardship Council (FSC) certification ensures that products come from responsibly managed 

forests that provide environmental, social and economic benefits. The diverse fauna and flora who share 

our forests are given the time and space to recover from our use of their environments. 

Each Eva-Last® range pairs recycled raw ingredients with bamboo for a 

stronger, more sustainable composite. Bamboo rejuvenates over 30 times 

faster than traditional hardwoods and it releases 35% more oxygen into 

our air. Eva-Last® is internationally recognised for our commitment to the 

environment. We’re proud of the work we do to promote environmental 

sustainability, and invite you to choose timber alternatives that are gentle 

on the Earth. 

Registered product of the Green Building Council of South Africa


